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TYPE APPROVAL CERTIFICATE 
Certificate no.: 
TAA00003UH 
 
 
 

 
This is to certify: 
that the RPM sensor 
 
with type designation(s) 
FA13 Series 
 
issued to 

NORIS Automation GmbH  
Nürnberg, Bayern, Germany 
 
is found to comply with 

DNV rules for classification – Ships 
 
 
Application: 
Product(s) approved by this certificate is/are accepted for installation on all vessels classed by DNV. 
 
Location classes: 
 
 

 
Temperature D (-40°C / 120°C) 
Humidity B 
Vibration B 
EMC A 
Enclosure B (IP65, IP67) 

 

      
 
Issued at Hamburg on 2026-06-16  
 

 
This Certificate is valid until 2031-06-15.  

DNV local unit: Augsburg 
 
Approval Engineer: Holger Jansen 

for DNV  

     
 

 

  

  
 

 

 
This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this Certificate invalid.  
The validity date relates to the Type Approval Certificate and not to the approval of equipment/systems installed.  
   
LEGAL DISCLAIMER: Unless otherwise stated in the applicable contract with the holder of this document, or following from mandatory law, the liability of DNV AS, 
its parent companies and their subsidiaries as well as their officers, directors and employees (“DNV”) arising from or in connection with the services rendered for the 
purpose of the issuance of this document or reliance thereon, whether in contract or in tort (including negligence), shall be limited to direct losses and under any 
circumstance be limited to USD 300 000.  

https://dnvgroup.eu1.adobesign.com/verifier?tx=CBJCHBCAABAAmbmWJzxxPqPxgtRnMyVIuWjCJfuoc-vs
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Product description 
 
Non-contacting speed sensor type FA13 
 
Supply voltage: 24 Vdc 
Frequency range: 5 Hz up to 15 kHz (inductive system) 
  0 Hz up to 20 kHz (hall system) 
 
 RPM Sensor Type designation key:  

FA (1) (2) – (3) (4) – (5) – (6) – (7)  
 

(1): Measuring Principle, Functional Supplement  
J: Inductive system - 1 square wave signal  
H:  Hall system - 1 square wave signal  
HY:  Hall system - 2 square wave signals, signal and inverted signal   
HZ:  Hall system - 2 square wave signals, 90° phase shifted  
HD:  Hall system - 2 square wave signals, 90° phase shifted, galvanically isolated  
HQ:  Hall system - 2 + 2 square wave signals, signal and inverted signal, 90° phase shifted  
HS:  Hall system - 2 square wave signals, 90° phase shifted, 2 binary signals (direct. o. rotation / standstill)  
HJ:  Hall system - 1 square wave signal current ( e.g. NAMUR ).  
HI:  Hall system - 2 square wave signals current ( e.g. NAMUR ), 90° phase shifted, galv. isolated  
 

(2): Type of Construction, Material, (Special Feature)  
13:  Sensor tube (housing) : Stainless Steel  
 

(3): Nominal Length  
xx:  Nominal length of the sensor: 50 mm to 200 mm  
 

(4): Thread / Diameter (optional)  
xx:  Thread type: M12x1 to M36x2 / G 3/8 to G 1 • 5/8“-18 UNF to 1“-12 UNF  
 

(5): Connection  
A:  Rectangular Connector acc. EN175301-803 (DIN43650) ; Solenoid-Valve-Plug  
C:  Circular Connector acc. VG95234 Bayonet-Coup. or MIL-C-5015 Threaded-Coup. ; MIL -Plug  
E:  Circular Connector acc. EN61076-2 Threaded-Coupling (Screw-Locking) ; EURO-Plug  
X:  Cable, fine-stranded, shielded, 0,14qmm (AWG26)…1,0qmm (AWG18) up to 10m length  
 

(6): Addition, if required  
M:  Module M10=m1 • M12=m1,25 • M15=m1,5 • m2 = by default • M25=m2,5 • M30=m3 • M35=m3,5  
I :  Current Signal Low…mA / High…mA • acc. NAMUR Low 7 mA / High 14 mA = by default  
S:  S0 Cable Shield not connected to sensor housing (Prevention of Ground Loops) 
  

(7): Ex / ATEX Explosion Protection, if required  
EXC:  EX/ATEX Type of Protection "ec (nA)" ; "mc (nC)" ; "ic (nL)" non-incendive / for Zone 2  
EXN:  EX/ATEX Type of Protection "nC" ; nR" non-incendive / for Zone 2 

 
Application/Limitation 
 
The Type Approval covers hardware listed under Product description. When the hardware is used in applications to be 
classed by DNV, documentation for the actual application is to be submitted for approval by the manufacturer of the 
application system in each case. Reference is made to DNV Rules for Ships Pt.4 Ch.9 Control and Monitoring Systems. 
 
Ex-certification is not covered by this certificate. Application in hazardous area to be approved in each case according to 
the Rules and Ex-Certification/ Special Condition for Safe Use listed in valid Ex-certificate issued by a 
notified/recognized Certification Body. 
 
Type Approval documentation 
 
Data sheets: DB-FAJ13-EN_V2.01 

DB-FAH13-EN_V02.01  
Test reports: Test Report Overview KE1300-TR1, Version 1.10 (for Type H, HZ, HS, H-EXC, H-EXN) 
  TÜV Rheinland LGA Products GmbH No.: DE231UCS 001, 2024-01-17 
  TÜV Rheinland LGA Products GmbH No.: DE24SR01 002, 2024-10-02 
  TÜV Rheinland LGA Products GmbH No.: DE242ZYX 001, 2024-09-27 
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  TÜV Rheinland LGA Products GmbH No.: DE24C02O 001, 2024-10-02 
  Test Report Overview KE1284-TR1, Version 1.10 (for Type HJ, HI, HJ-EXN) 
  TÜV Rheinland LGA Products GmbH No.: DE254HA1 001, 2025-06-06 
  TÜV Rheinland LGA Products GmbH No.: DE26TQOO 001, 2026-01-30 
  TÜV Rheinland LGA Products GmbH No.: DE25WXGB 001, 2025-09-22 
  TÜV Rheinland LGA Products GmbH No.: DE25JX3 001, 2025-09-22 

From Certificate No: TAA00001A9 (for Type J)  
Bureau Veritas CPS Germany GmbH No. ECL-EMC-TR 17-181, 2017-10-09  
Bureau Veritas CPS Germany GmbH No. ECL-ENV-TR 17-067, 2017-09-12  
Bureau Veritas CPS Germany GmbH No. ECL-ENV-TR 17-066, 2017-09-12  
Bureau Veritas CPS Germany GmbH No. 2022-0407-EMC-TR-22-0208-V01, 2022-10-20  
From Certificate No: TAA00002TM (for Type HY, HD, HQ)  
Bureau Veritas CPS Germany GmbH No. ECL-EMC-TR 19-122, 2019-08-21  
Bureau Veritas CPS Germany GmbH No. ECL-ENV-TR 19-043, 2019-10-16  
TÜV Rheinland LGA Products GmbH No.: ÜS/TL_1849993_V20180606, 2020-02-28 

Drawings:  42.113.211.014.1, 2025-01-28; (Type: FAH13-1912-X07-EXC)  
42.113.211.016.1, 2025-01-28; (Type: FAH13-1912-X07)  
42.113.211.020.1, 2025-01-28; (Type: FAH13-0412-X07)  
42.113.232.002.1, 2025-01-29; (Type: FAH13-0922-C3-EXC)  
42.113.241.018.1, 2025-01-29; (Type: FAH13-0915-E)  
42.113.311.001.1, 2026-01-13; (Type: FAHJ13-0215-X05-EXN)  
42.213.111.006.1, 2025-03-25; (Type: FAHZ13-1912-X07)  
42.213.111.008.1, 2025-03-25; (Type: FAHZ13-0413-X07)  
42.213.411.014.1, 2025-03-25; (Type: FAHS13-1912-X07-S0)  
42.213.411.015.1, 2025-03-25; (Type: FAHS13-1912-X07)  
42.213.441.010.1, 2025-03-27; (Type: FAHS13-1913-E)  
42.213.611.001.1, 2025-10-13; (Type: FAHI13-0215-X05)  
42.252.611.001.2, 2024-05-24; (Type: FAHI52-11-X07)  
42.813.051.002.2, 2024-01-31; (Type: FAH13-P5-002) 

Type Approval Assessment Report issued at Augsburg on 2025-09-02 
 
Tests carried out 
 
Applicable tests according to DNV Class Guideline CG0339, August 2021. 
 
Marking of product 
 
The products to be marked with: 

- NORIS 
- Model name 
- Serial number 

 
Periodical assessment 
 
The scope of the periodical assessment is to verify that the conditions stipulated for the type are complied with, and that 
no alterations are made to the product design or choice of systems, software versions, components and/or materials. 

The main elements of the assessment are: 
 Ensure that type approved documentation is available 
 Inspection of factory samples, selected at random from the production line (where practicable) 
 Review of production and inspection routines, including test records from product sample tests and control 

routines 
 Ensuring that systems, software versions, components and/or materials used comply with type approved 

documents and/or referenced system, software, component and material specifications 
 Review of possible changes in design of systems, software versions, components, materials and/or 

performance, and make sure that such changes do not affect the type approval given 
 Ensuring traceability between manufacturer’s product type marking and the type approval certificate 

Periodical assessment is to be performed after 2 years and after 3.5 years. A renewal assessment will be performed at 
renewal of the certificate.  

END OF CERTIFICATE 
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